The only insulating and

non—combustible membrane !

/\ **

Skytech® PRO XL

I technologies
Innovation for performance
and comfort !



B

Roof underlay Rain screen
compliant with compliant with
EN 13859-1. EN 13859-2.

Space saving ! Momej saving !

. BREATHABLE = INSTALLATION
IN DIRECT CONTACT WITH
L THE INSULATION

v Faster to install
v/ Enhanced air tightness
v’ No double thickness

Tt

'w' . Cc + COMMISSION CHARGEE
FAT LES AVIS TECHNIGUES
Skytech PRO, the insulating
membrane under
technical advice 20+5/16-370

non easy to cut Other certifications:
combustible nail, staple
breathable and screw EMESSIORE DAIS LA WITKELS Information on indoor air emission levels
of volatile substances, with a risk of
toxicity by inhalation, on a class scale
ranging from A + (very low emissions) to C
(high emissions).
TECHNICAL DATAS
EXCELL ZONE VERTE ensures the use
Fi . N ibl without any risk of materials, treatment
ire rating on combustible products and coatings in sensitive
(A2-s1,dO) environments (food and pharmaceutical
s gy B T industries, housing, office buildings,
Water vapour Sdvalue:0,041m workplaces...). Skytech PRO XL obtained
permeability (0,25 MNs/g) the best ranking (GOLD).
Tensile strength (LxT) 630 x 630 N/50 mm
Resistance to tearing (LxT) | 275x 280N
g (D) R, WITH INSULATION BETWEEN RAFTERS
Water-tightness w1 AND WITH 2 AIR GAPS FOR SKYTECH PRO XL
Sound reduction -16 dB (alone) +insulation 80 mm (0.032 W/mK) R, = 4,2

+insulation 100 mm (0.035 W/mK) R, = 4,5

THERMAL DATAS +insulation 140 mm (0.032 W/mK) R = 6

Reflectivity / Emissivity 95% /5%

Thermal resistance with 2 air gaps : 1,7 m>K/W
according to EN 16012 | with 1 airgap: 1,1 m>.K/W

Thermal conductivity (A) 0,029 W/mK

Packaging

1.12 m x 18 ml (20 m?)
adhesive strip included

Dimensions

Weight | 25 kg




Testinmonial

ROOF Benefits
APPLICATION

O Skytech PRO XL forms a continuous envelope at the ridge,
around gutters, dormers and singular points.

C . [0 Skytech PRO XL eliminates thermal bridges.
ompany :

HERVE TARDIVEL

CtE [ Skytech PRO XL allows a better evacuation of the water

vapour from the roof frame and the insulation.
Surface / Length:

Gable roof : 2 x 90 m?

Applied quantity : 198 m?

Why choosing Skytech PRO XL?
"My clients wanted to replace their ageing
30-year old roof covering. | suggested
them Skytech PRO XL because | knew that
the project included many singular point.
Only this product would allow me to
create a continuous and breathable
envelope. »

S s ?&f&iﬂﬂlﬂ\r - Insulation around

-y .
\,_q N &s roof windows
=
- Continuity of the insulation - Insulation around
around chimney ducts ventilation ducts
- Dormer insulation - Applicationindirect

contact with the insulation

THE ONLY ADHESIVE IN CONFORMITY
Reflex WITH TECHNICAL ADVICE !

[ repositionable [0 UV-resistant

[J easy to cut [J applicable under wet conditions



Testinmonial

FACADE BEV\@FE,&S
APPLICATION

: O Skytech PRO XL avoids too deep window embrasures
and supports.

[0 As Skytech PRO XL is breathable, it can be installed in direct

C contact with the old outside wall coating.
ompany :

HABITAT TRAVAUX : [0 Skytech PRO XL allows a simultaneous installation of the rain
screen and the insulation: one single installation, 2 benefits.

Surface / Length: T ‘
150 m? ‘. ]

Applied quantity : 165 m?

Why choosing Skytech PRO XL ?

During the facade renovation of their
neo-breton syle house, my customers
wanted at the same time to enhance the
thermal and acoustic insulation. With
Skytech PRO XL, | was convinced that |
would offer the best product, the one
who could meet their expectations with a
minimum of thickness while renewing the
aesthetics of their home.

\/ .

S / ‘P&r&ﬁ.ﬁmr - Perfect insulation
— . around joineries
\K F:om&s ‘

=

- Renovation on the 4 sides: - No recess at window
continuous envelope, embrasures and sills
elimination of thermal bridges
at wall-floor junctions

- Small footprint: - Can be used with
preserved water outlet all types of claddings

THE ONLY ADHESIVE INCONFORMITY
Reflex WITH TECHNICAL ADVICE !

0 repositionable [0 UV-resistant

[] easy to cut [J applicable under wet conditions
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Benefits Qubtcomes
/ I - o

O Fire prevention
(avoids the spread of fire)
[] Continuity of insulation around chimney

ducts (no fire gaps)
[ Installation on all types of buildings
(individual housing and office buildings)

[ Safety on building sites

Non combustible

Breathable 1] Installation in direct contact with
(highly vapour permeable) the insulation :
1 No underside condensation

. . ] Wind unsensitive, easy to cut and screw
High-density fiberglass blanket 2
E W glas [ High insulating properties (\: 0,029 W/mK)

Integrated folding adhesive strip [] No longer requires the purchase and the
installation of an adhesive tape for overlaps.

[] No excess thickness during strips overlapping.
) Reinforces air tightness.

Pure aluminium foils 1 95% reflectivity : summer/winter comfort

_______________
_________

Request a sample
from our customer service

i +33 (O)2 96 7% 24 22
conkact@Cuwinco-tech.com

_________
_______________



Skytech®PRO XL

5, rue Sophie Germain - Technopole Saint-Brieuc Armor

tEChﬂOLO g ies 22440 PLOUFRAGAN - France

contact@winco-tech.com - www.winco-tech.com
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